SECTION 09 72 00
PREFINISHED GYPSUM BOARD

The following paragraphs are for insertion into sections of generic specifications or proprietary specifications covering gypsum board products manufactured by National Gypsum Company. The Gold Bond® BRAND product name follows the generic description in parentheses.

PART 1 GENERAL

1.01 SUMMARY

A. Section Includes: Factory finished gypsum board with trim system for joints.

(Specifiers Note: Edit list below to conform to project requirements. Verify section numbers and titles).

B. Related Sections:
   1. Section 06 10 00, Rough Carpentry.
   2. Section 09 29 00, Gypsum Board.

(Specifiers Note: Use the paragraph below to identify alternates described in Division 01, Section 01 23 00 that include work of this section).

C. Alternates:

1.02 REFERENCES

(Specifiers Note: Delete references not used in Parts 1, 2 or 3.

A. American Society for Testing and Materials (ASTM):
   2. C 954, Specification for Steel Drill Screws for the Application of Gypsum Board or Metal Plaster Bases to Steel Studs from 0.33 in. (0.84 mm) to 0.112 in. (2.84 mm) in Thickness.
   3. C 1002, Specification for Steel Drill Screws for the Application of Gypsum Board or Metal Plaster Bases.

1.03 SYSTEM DESCRIPTION

(Specifiers Note: Retain below if listed materials are required).

A. Performance Requirements: Provide UL listed materials with fire hazard classification of wall panel, as determined by ASTM E 84, as follows:

(Specifiers Note: Vinyl Durasan meets flame spread below).

1. Flame spread not more than 25.

(Specifiers Note: Vinyl Durasan meets smoke developed below).

2. Smoke developed of not more than 50.

1.04 SUBMITTALS

A. Product Data: Manufacturer's specifications and installation instructions for each product specified.
(Specifiers Note: Delete Sample paragraph below if patterns and colors are specified).

B. Samples: Min. 2 in. by 5 in. samples of manufacturer's full range of patterns and colors for each panel covering material specified.

C. Contract Closeout Submittals:
   1. Operation and Maintenance Data: Manufacturer's cleaning recommendations for each product specified.

1.05 DELIVERY, STORAGE, AND HANDLING

A. Packaging and Shipping: Have materials shipped in manufacturer's original packages showing manufacturer's name and product brand name.

B. Storage and Protection: Store materials inside and protected from damage by the elements. Protect ends, edges, and faces of gypsum wall panels from damage.

1.06 PROJECT CONDITIONS

(Specifiers Note: Retain below if adhesive method of application is specified).

A. Environmental Requirements: Store adhesive at 70 deg. F for a min. of 24 hours before application and maintain an ambient temperature during application between 55 deg. F and 70 deg. F.

1.07 MAINTENANCE

(Specifiers Note: Use the paragraph below to specify “Attic Stock.” Insert a specific number of panels for each type of Durasan specified, may also be specified as a percentage of installed panels of each type. Verify that owner has adequate storage space).

A. Extra Materials:

PART 2 PRODUCTS

2.01 MANUFACTURERS

(Specifiers Note: Edit list below to conform to project requirements. If other manufacturers are being added to this section, then add listings of their proprietary product names).

(Proprietary product names of prefinished gypsum board and the materials used to fabricate the panel may be listed in this article or in the “Materials” article below. Listing them in both articles is overkill and invites coordination errors).

A. National Gypsum Company.
   1. Gypsum Board:
      a. Regular Prefinished Board: Durasan BRAND Gypsum Board.
      b. Fire-Rated Prefinished Board: Durasan BRAND Fire-Shield Prefinished Board.
   3. Accessories:
      b. Trim: Durasan Matching Trim, One Piece (vinyl).
      c. Clips: Edge Grip Clips.
      e. Adhesive: ProForm BRAND All Purpose Joint Compound.
      f. Adhesive: ProForm BRAND Sta-Smooth Joint Compound.
2.02 MATERIALS

(Specifiers Note: This article includes generic descriptions of prefinished gypsum board construction products and, the names of the corresponding National Gypsum products follow in parenthesis. If this section is being edited to be generic, then these product names should be deleted).

(Specifiers Note: If other manufacturers are being added to this section, then add to this section, then add the proprietary product names of those manufacturers. If proprietary names are listed in the “Manufacturers” article above then delete them from this article altogether).

A. Gypsum Board:
   1. Prefinished Gypsum Board: Gypsum core wall panel surfaced on front and long edges with vinyl and complying with ASTM C 1396 (Durasan BRAND Prefinished Board).
      a) Thickness: 1/2 in.
      b) Width: 4 ft.
      c) Length: 8 ft. through 14 ft.
      d) Edges: Beveled.
   2. Fire-Rated Prefinished Gypsum Board: A gypsum core wall panel with additives to enhance fire resistance of the core and surfaced with vinyl on front and long edges and complying with ASTM C 1396, Type X (Durasan BRAND Fire-Shield Prefinished Board).
      a) Thickness: 5/8 in.
      b) Width: 4 ft.
      c) Length: 8 ft. through 14 ft.
      d) Edges: Beveled.

B. Panel Covering:

(Specifiers Note: National Gypsum Company’s standard covering materials are specified below. Almost any wall covering material can be used for a Durasan panel, consult your National Gypsum Company sales representative for details).

1. Vinyl Film: Vinyl film without backing (National Gypsum Vinyl Durasan).
   a) Thickness: 0.004 in. and 0.006 in.

(Specifiers Note: Select thickness above. Insert pattern and color below. Delete all three subparagraphs if selection will be made during construction phase).

   b) Pattern:
   c) Color:

C. Accessories:

(Specifiers Note: Usually select one of the trim options below).

   a) Outside Corner: 1-5/8 in. by 1-5/8 in. face.
   b) Interior (Batten): 1 in. face.
2. Trim: Extruded vinyl with vinyl facing to match panel covering (Durasan Matching Trim, One Piece).
3. Clips: Stamped and formed steel clip, Edge Grip Clips.
4. Screws: ASTM C 954 or ASTM C 1002 or both with threads, points, and finish as recommended by the manufacturer.
5. Adhesive: Drying type pre-mixed compound (ProForm BRAND All Purpose Joint Compound).
6. Adhesive: Setting type job mixed chemical-hardening compound (ProForm BRAND Sta-
Smooth Joint Compound).
7. Nails: Painted stainless steel with a shank dia. of 0.145 in. and diamond embossed head,
Color Pins.

PART 3 EXECUTION

3.01 INSTALLATION

A. In accordance with the following recommendations:
   1. Manufacturers’:

(Specifiers Note: If other manufacturers were added in Part 2 then reference their installation
recommendations below, include title and publication date).

3.02 PROTECTION

(Specifiers Note: Revise below of other than AIA General conditions are used).

A. Protect prefinished gypsum wall panel installations from damage and deterioration until the date of
Substantial Completion.

END OF SECTION